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SPECIFICATIONS 
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6.1 GAME DIMENSIONS

6. SPECIFICATIONS
500-55S6-01

SPECIFICATIONS, MECHANICAL, GAME SETUP
Specification Imperial Metric
Weight 210 lbs 96 kg
Max dimensions, leg lev-
elers extended (h, w, d)

78 x 27.75 x 57 in 198 x 70.5 x 145 cm

Minimum game dimen-
sions (h, w, d)

76 x 27.75 x 57 in 193 x 70.5 x 145 cm

Minimum room dimen-
sions per game (h, w, d)

80 x 36 x 84 in 203 x 91 cm x 214 cm

• (h, w, d) = height, width, depth.

SPECIFICATIONS, MECHANICAL, BOXED
Specification Imperial Metric
Weight, boxed (without 
pallet)

230 lbs 105 kg

Box dimensions (h, w, d) 56.5 x 31 x 31 in 144 x 79 x 79 cm
Minimum dimensions (h, 
w, d)

76 x 26 x 57 in 193 x 66 x 145 cm

• (h, w, d) = height, width, depth. 

SPECIFICATIONS, ELECTRICAL 
Specification North America - 

120VAC
International - 240VAC

Line Voltage, Nominal 120 VAC 240 VAC
Line Voltage Range 90 VAC - 250 VAC 90 VAC - 250 VAC
Line Frequency * 60 Hz 50 Hz, 60 Hz
Line Power, Current - 
attract mode

70 W, 0.6 A @ 120 
VAC

70 W, 0.3 A @ 240 VAC

Line Power, Current - 
nominal

360 W, 3 A @ 120 VAC 360 W, 1.5 A @ 240 VAC

Line Power, Current - 
peak, <100 ms

540 W, 4.5 A @ 120 
VAC

540 W, 2.25 A @ 240 VAC

* NOTE: Games designed for 60hz operation (e.g. North Amer-
ica games) will not function correctly on 50hz power and vice 
versa.  

WARNING: Overloading electrical supply circuits is dangerous. 
Do not overload circuits. To calculate the maximum number of 
games for a circuit, check circuit amperage rating and divide 
by the game Nominal Line Power Current rating for your line 
voltage. For example, a 15A 120V household circuit, 15/3 A 
(nominal current) =  5 games maximum. 

SPECIFICATIONS, ENVIRONMENT
Minimum Maximum

Temperature, Operating 32 ℉ / 0 ℃ 104℉ / 40 ℃ 
Temperature, Storage 32 ℉ / 0 ℃ 104℉ / 40 ℃ 
Relative Humidity, Operating 5% 95% non-condensing
Relative Humidity, Storage 5% 95% non-condensing

• (a) "The appliance has to be placed in a horizontal posi-
tion."

• (b) If the supply cord is damaged, it must be replaced by 
the manufacturer, its service agent or similarly qualified 
person in order to avoid hazard.


